EQUIPMENT LIST

QRAEQUIPMENT TO BE SUPPLIED BY THE

_ SPECIFICATION
QUANTITY UNIT SECTION DESCRIPTION
1 EA SP POLE MOUNTED LOCAL CABINET (SIZE 5)
WITH DETECTION EQUIPMENT WITH
8 PHASE ASC [I CONTROLLER WITH
TELEMETRY
9 EA 5P FURNISH

12 INCH 1 WAY 3 SECTION (R, Y, G)
SIGNAL HEAD FOR SPAN MOUNTING
AND TUNNEL MSORS

1 EA SP FURNISH
12 INCH 1 WAY 5 SECTION (R, Y, YA, G, GA)
SIGNAL HEAD FOR SPAN MOUNTING
AND TUNNEL VISORS

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR,

SPECIFICATION _
QUANTITY UNIT SECTION DESCRIPTION
1 cY 208 TEST PIT EXCAVATION
7 EA SP FURNISH AND INSTALL
TEMPORARY PAVEMENT MARKING ARROW
7 EA sP REMOVE EXISTING PAVEMENT MARKING ARROW
210 LF sP FURNISH_AND INSTALL
24” WHITE TEMPORARY REFLECTIVE PAVEMENT
MARKING TAPE
210 LF sP REMOVE EXISTING PAVEMENT MARKINGS—
ANY WIDTH
1 EA 5P FURNISH AND INSTALL 3" WEATHERHEAD
10 EA sp INSTALL SIGNAL HEAD (ANY TYPE)
1 EA sP REMOVE_AND DISPOSE OF EXISTING MATERIAL
PER ASSIGNMENT
2 EA sP FURNISH AND INSTALL 2" WEATHERHEAD
4 EA 5P FURNISH AND INSTALL TEMPORARY WOOD POLE
3 EA 5P COVER EXISTING SIGN
6 EA 5P COVER EXISTING SIGNAL HEAD
1 EA sP RELOCATE EXISTING 15’ LIGHTING ARM
AND LUMINAIRE
20 SF 813 RELOCATE EXISTING GROUND MOUNTED SIGN
50 LF 805 FURNISH AND INSTALL 2" ELECTRICAL CONDUIT~
P.V.C. RISER
45 LF 805 FURNISH AND INSTALL 3" ELECTRICAL CONDUIT—
P.V.C. RISER
20 LF 805 FURNISH AND INSTALL 2" SCHEDULE 80 P.V.C,
CONDUIT-TRENCHED
20 LF 805 FURNISH AND INSTALL 1" LIQUID TIGHT FLEXIBLE
NON—METALLIC CONDUIT FOR DETECTOR SLEEVE
1 EA 807 FURNISH AND INSTALL CONTROL AND
DISTRIBUTION EQUIPMENT
30 LF 810 FURNISH AND INSTALL ELECTRICAL CABLE—
1 CONDUCTOR (NO, 4 AWG ~ THHN,THWN)
2 FA 811 FURNISH AND INSTALL ELECTRIC HANDHOLE
50 SF 813 INSTALL GROUND MOUNTED SIGN
50 SF 813 INSTALL OVERHEAD SIGN
50 SF B13 REMOVE EXISTING GROUND MOUNTED SIGN
35 SF sp RELOCATE EXISTING OVERHEAD SIGN
10 EA 814 RELOCATE EXISTING SIGNAL HEAD
675 LF 810 FURNISH AND INSTALL ELECTRICAL CABLE-
2 CONDUCTOR (ALUMINUM SHIELDED)
2420 LF 810 FURNISH AND INSTALL ELEGTRICAL CABLE~
5 CONDUCTOR (NO 14 AWG)
530 LF 810 FURNISH AND INSTALL ELECTRICAL CABLE-
7 CONDUCTOR (NO 14 AWG)
820 LF 810 FURNISH AND INSTALL ELECTRICAL CABLE—
2 CONDUCTOR TRAY GABLE (NO 12 AWG)
1425 LF 810 FURNISH AND INSTALL LOOP WIRE ENCASED IN
FLEXIBLE TUBING (NO 14 AWG)
400 LF 815 FURNISH AND INSTALL SAWCUT FOR SIGNAL
PROJECT DESCRIPTION - |
L GENERAL 2 EA 818 FURNISH AND INSTALL 15-FOOT LIGHTING
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